EJOT
1ZJAVA O SVOJSTVIMA

Sukladno s prilogom 11l Uredbe EU Br. 305/2011, (Uredba o gradevnim proizvodima)
Nr. 09-003-04/0064-2014-04

1.) Jedinstveni identifikacijski kod vrste proizvoda:
EJOT SDF-S plus 8UB + EJOT TE @ 60/50

2.) Vrsta, partija ili serijski broj ili neki drugi element koji omogucuje identifikaciju gradevnog
proizvoda kako se zahtijeva u skladu sa ¢lankom 11(4):
vidi pakiranje / etiketu proizvoda

3.) Namjeravana upotreba ili upotrebe gradevnog proizvoda u skladu s primjenjivom uskladenom tehnickom
specifikacijom, kako ju je predvidio proizvodac:
Pric¢vrsnica sa vijkom za pric¢vrs¢enje povezanog sustava za vanjsku toplinsku izolaciju sa zavrSnom Zbukom na beton i
opeku; Kategorija podloge: A,B,C,E
Duzine pricvrsnice: 140 — 340 mm

4.) Naziv, registrirani trgovacki naziv ili registrirani zig i kontaktna adresa proizvodaca kako se zahtijeva u skladu sa
¢lankom 11(5):
EJOT Baubefestigungen GmbH, In der Stockwiese 35, 57334 Bad Laasphe

5.) Nazivikontaktna adresa ovlastenog predstavnika Cije ovlastenje obuhvaca zadatke odredene u ¢lanku 12(2), ako je
primjenjivo :
nije relevantno

6.) Sustav ili sustavi ocjenjivanja i provjere stalnosti svojstava gradevnog proizvoda kako je odredeno u Prilogu V.:
Sustav 2+

7.) Ako postoji izjava o svojstvima koja se odnosi na gradevni proizvod obuhvacen uskladenom normom:
nije relevantno

8.) U slucaju izjave o karakteristikama gradevinskog proizvoda za koju je izdana Europska tehnicka procjena, ovo vrijedi:
Njemacki institut za gradevinsku tehnologiju (DIBt) izdao je Europsko tehni¢ko odobrenje ETA-04/0064 na temelju
ETAG 014.MPA Sveuciliste u Stuttgartu -Oto-Graf-Institut-, NB 0672, izvrsilo je pocetni pregled gradevinskog
proizvoda prema sustavu 2+.

9.) Objavljena svojstva

Bitne karakteristike Svojstva Uskladena tehnicka
specifikacija

Karakteristi¢na nosivost Nrk vidi ETA-04/0064 ETAG 014: 2011
privitak C1, Tablica C1

PonaZanje pri pomicanju vidi ETA-04/0064 ETAG 014: 2011
privitak C3, Tablica C4

Tockasti koeficijent prolaska topline vidi ETA-04/0064 EOTATR 25
privitak C2, Tablica C2

Krutost tanjura vidi ETA-04/0064 EOTATR 26
privitak C2, Tablica C3

minimalni osni i rubni razmaci vidi ETA-04/0064 ETAG 014: 2011
stavak: B2, Tablica B2

10.) Svojstvo proizvoda identificirano u tockama 1 i 2 sukladno je s objavljenim svojstvom u tocki 9.
Ova izjava o svojstvima izdana je uz iskljucivu odgovornost proizvodaca identificiranog u tocki 4.

Za proizvodaca i u njegovo ime potpisao:

Dr. Frank Dratschmidt / Direktor
(ime i funkcija)

e > ,/‘ r,'/‘
Bad Laasphe, dana 05.01.2015 U f——<— A
(Mjesto i datum izdavanja) (potpis)




Page 18 of European Technical Assessment
ETA-04/0064 of 29 August 2014

Engilizh franslation prepared by DIBf

Deutsches

Institut
fur

Bautechnik

EJOT

DIbt

Table C1: Characteristic resistance to tension loads Mes in concrete and masonry for a single anchor in kN
SDM-T plus U
SDM-T plus SDF-K pluz U
Anchor type SDF-K plus SDF-5 plus U
SDF-5 plus | SDF-K plus UB
SDF-5 plus UB
Base materials Bulk minimum General remarks
densi comprassive .
u:l.as,:sIr Et:ngth il 1 e
o £ methiod [kM]
[kg/dm] [Mimm?]
Concrete C12/15 EM 208-1 H 1.5 1.5
Concrete C18/20 — C50/E0 EM T08-1 H 15 15
Clay bnck:.hl'lz- Vertically
E'i‘ fﬂt‘:;ﬂg 1'; or =18 12 ;‘:-ir::raticn up to H 15 1.5
EMN 771-1:2011 o
Sand-lime solid bricks K3 .
3. dimg i '-.-'eru-:'..all.y
E:;:Eﬁﬁ';mﬂm .' =18 12 ?T;ranan up to H 15 1.5
EN 771-2:2011 o
Lightweight concrete solid Proportion of
blocks W hole up to 10%
e.g. according io FLE X TV T
DIN ¥V 18152-100-2005-10/ =05 4 extension of D 0.9 0.9
ENTT1-3:22011 hole: length =
110mm; wide =
45mm
Vertically perforated clay Vertically
bricks HLz e.g. according to - 0.0 12 perforation more o 1.2
DN 105-100:2012-01 4 - than 15% and
EM 771-1:2011 less than 50 %.
Sand-lime perforated bricks ‘Vertically
KSL e.g. according to DINV =18 12 perforation up to o 1.5
106:2005-1017 EN 771-2-2011 15 %.
Lightweight concrete hollow
;'T:f1 BHE”ME’:EE?ET“ =05 2 see Annex C 4 D 0.75
771-22011
Autodaved asrated concrete
AAC 4 e.g. according to DIN 05 4 D 0.6
V4185, part 100:2005-10 7
EMN 771-422011
" H = hammer drilling / D = rotary drilling
EJOT SDM-T plus, SDF-K plus and SDF-5 plus
Performances Annex €1
Characternstic resistance
Z42533.14 B.DG.04-35114
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Table C4: Displacements
Base material Bulk density Minimum Tension load | displacements
class compressive
sirength
P f, N BmlN)
[ka/dm?] [Nfmma] [kN] [mm]

Concrete C12M5 — CSIVE0 (EM 206-1:2000-12) 05 07
Clay bricks, Mz

(DIM 105-100:2012-01/ EN 771-1:2011) =18 12 0.5 0.5
Sand-lime solid bricks, KS =18 1 0.5 05
(DIM V¥ 108:2005-10/ EN 771-2-2011}) ! ! !
Lightweight concrete solid blocks, v

(DIN W 18152-100:2005-10 / EN 774-3:2011) 20,5 4 0.3 0.6
‘ertically perforated clay bricks, HL=

: =

(DIM 105-100:2012-017 EN T71-122011) 0.8 12 0.4 0.3
Sand-lime perforated bricks, KSL

(DIM V¥ 108:2005-10 / EN 771-2-2011}) =16 12 0.5 0.3
Lightweight concrete hollow blocks, Hil -
(DIM V¥ 1B151-100-2005-10 / EM 771-2:2011) =05 2 0,25 0.2
Autoclaved asrated concrete AAC 4 =05 4 02 <01
(DIM ¥ 4185, part 100:2011/ EM 771-4:2011) !
EJOT SDM-T pluz, SDF-K plus and SDF-5 plus

Annex C 3

Performances
Displacements

Z42533.14

B.0G.04-35/14
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Table C2: Point thermal transmittance according EOTA Technical Report TR 025:2007-06
Anchor type insulation thickness point thermal transmittance
X
hg [WiK]
[mm]
60 - 80 0,002
SOM-T plus U
= 80 - 360 0,003

Anchor type insulation thickness point thermal transmittance
izc
ho [WiK]
[mirr]
SDF-5 plus with TE @60/50 60 - 180 0,002
SDF-5 pil ith TE @&0/110 120-1%0 0.000
=Hre= pus 150 - 240 0.001
Table C3: Plate stiffness according EOTA Technical Report TR 026:2007-06
Anchor type diameter of the | load resistance of plate stiffness
anchor plate the anchor plate
[mim] [kM] [kMdmm]
SDM-T pilus U 60 267 0,6
SDF-5 plus with TE £60¢50 60 224 0,7
SDF-5 plus with TE ©60/110 60 224 0,7

EJOT SDM-T plug, SDF-K plus and SDF-5 plus

Z42533.14

Annex C 2
Performances
Point thermal transmittance
Plate stiffness
B.05.04-3514
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Table B1: Installation parameters
SDM-T plus U
SDM-T plus SDF-K plus U
Anchor type SDF-K plus SDF-5 plus U
SDF-5 plus SDF-K plus UB
SDF-5 plus UB
Drill kole diameter dy [mim] 8 8
Cutting diameter of drill bit e [mim] = BA4S BA4S
Depth of drilled hole to deepest point hy [mm] = 60 80
Effective anchorage depth Nes [mim] = 50 7o
Table B2: Anchor distances and dimensions of members
SDM-T plus U
SDM-T plus SDF-K plus U
Anchor type SDF-K pius SDF-5 plus U
SDF-5 plus SDF-K plus UB
SDF-5 plus UB
Minimum allowable spacing S = [mm] 100 100
Minimum allowable edge distance Crmin = [mm] 100 100
Minimum thickness of member h = [mm] 100 100
Scheme of distances and spacing
- -~
'....s! -
R - -
EJOT SDM-T plug, SDF-K plus and SDF-3 plus
s
Intended use Annex B 2
Installation parameters,
Anchor distances and dimensions of members

4253314

B.06.04-3514




