EJOT
DEKLARACJA WEASCIWOSCI UZYTKOWYCH

zgodna z zatgcznikiem 1l Rozporzadzenia (EU) nr 305/2011 (Rozporzadzenie o wyrobach budowlanych)
Nr. 09-003-04/0064-2014-04

1.) Niepowtarzalny kod identyfikacyjny typu wyrobu:
EJOT SDF-S plus 8UB + EJOT TE @ 60/50

2.) Numer typu, partii lub serii lub jakikolwiek inny element umozliwiajacy identyfikacje wyrobu budowlanego,
wymagany zgodnie z art. 11 ust.4 :
na opakowaniu / etykiecie

3.) Przewidziane przez producenta zamierzone zastosowanie lub zastosowania wyrobu budowlanego, zgodnie z majaca
zastosowanie zharmonizowang specyfikacjg techniczna:
tacznik wkrecany do mocowania zewnetrznych systemoéw izolacji termicznej z warstwa tynku w podtozach
betonowych i murowych; kategorie uzytkowe: A,B,C,E
Dtugosc tacznika: 140 — 340 mm

4.) Nazwa, zastrzezona nazwa handlowa lub zastrzezony znak towarowy oraz adres kontaktowy producenta, wymagany
zgodnie z art. 11 ust. 5:
EJOT Baubefestigungen GmbH, In der Stockwiese 35, 57334 Bad Laasphe

5.) W stosownych przypadkach nazwa i adres kontaktowy upowaznionego przedstawiciela, ktorego petnomocnictwo
obejmuje zadania okreslone w art. 12 ust. 2:
nie dotyczy

6.) System lub systemy oceny i weryfikacji statosci wtasciwosci uzytkowych wyrobu budowlanego okreslone w zatgczniku
V:
system 2+

7.) W przypadku Deklaracji Wtasciwosci Uzytkowych dotyczgcej wyrobu budowlanego objetego normg zharmonizowana:
nie dotyczy

8.) W przypadku deklaracji wtasciwosci uzytkowych odnoszacej sie do wyrobu budowlanego, dla ktérego wydano
Europejska Ocene Techniczng, jest to:
Niemiecki Instytut Techniki Budowlanej (DIBt) wydat Europejskg Aprobate Techniczng ETA-04/0064 w oparciu o
ETAG 014. Uniwersytet MPA w Stuttgarcie-Otto-Graf-Institut-, NB 0672 przeprowadzit wstepng kontrole wyrobu
budowlanego w systemie 2+.

9.) Deklarowane wtasciwosci uzytkowe:

Zasadnicze charakterystyki Wiasciwosci uzytkowe Zharmonizowana
specyfikacja techniczna

Nosnos¢ charakterystyczna patrz ETA-04/0064 ETAG 014: 2011

na wyrywanie Ngi zatgcznik C1, tabela C1

Przemieszczenie patrz ETA-04/0064 ETAG 014: 2011
zatacznik C3, tabela C4

Wspétczynnik przenikania ciepta w punkcie | patrz ETA-04/0064 EOTA TR 25
zatgcznik C2, tabela C2

Sztywnos¢ talerzyka patrz ETA-04/0064 EOTATR 26
zatgcznik C2, tabela C3

minimalny rozstaw osiowy patrz ETA-04/0064 ETAG 014: 2011

i odlegtosci od krawedzi pkt B2, tabela B2

10.) Wtasciwosci uzytkowe wyrobu okreslone w pkt 1 i 2 sg zgodne z wtasciwosciami uzytkowymi deklarowanymi w pkt 9.
Niniejsza deklaracja wtasciwosci uzytkowych wydana zostaje na wytgczng odpowiedzialnos¢ producenta okreslonego
w pkt 4.

W imieniu producenta podpisat (-a):

Dr. Frank Dratschmidt / zarzad
(nazwisko i stanowisko)

Bad Laasphe, den 05.01.2015 U - (S

(miejsce i data Wydania) .....ccceeeveeceeevieesie e (podpis)
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Table C1: Characteristic resistance to tension loads Mes in concrete and masonry for a single anchor in kN
SDM-T plus U
SDM-T plus | SDF-K plus U
Anchor type SDF-K plus SDF-5 pluz U
SDF-5 plus | SDF-K plus UB
SDF-5 pluz UB
Base materials Bulk minimum General remarks
density compressive o
class strength el 1 e
5 % method [&M]
[kgidm?] [Mimm~]
Concrete C12/15 EM 208-1 H 1.5 1.5
Concrete C16/20 — CEDVGD EM 208-1 15 1.5
Clay bnck:.hl'lz- Vertically
E':' fﬂt‘:;ﬂg 1'; or =18 12 E:uﬁr:raticn up to H 15 15
EN 771-1:2011 e
Sand-lime =olid bricks K35 i
9. dimg iz Vertically
Ei;iﬁzmma.‘ =18 12 ?T;raﬂan up to H 15 1.5
EN 771-2:2011 o
Lightweight concrete solid Proportion of
blocks W hole up to 10%
e.g. according to maximum
DiN WV 18152-100:2005-10/ »0.5 4 extension of D 0.9 0.8
ENTT1-3:22011 hole: length =
110mm; wide =
45mm
ertically perforated clay Vertically
bricks HLz e.g. according to -0.0 12 perforation more D 12
DN 105-100:2012-01 4/ - than 15% and '
EM 771-1:2011 less than 50 %.
Sand-lime perforated bricks Vertically
KSL e.g. according to DINV =18 12 perforation up to o 1.5
106:2005-1017/ EN 771-2-2011 15 %.
Lightweight concrete hollow
EITud:ri BHE,E_;QU'UZEF?E?ED; =05 2 see Annex C 4 D 0.75
771-32011
Autodaved asrated concrete
AAC 4 e.g. according to DM 058 4 o 0.6
4185, part 100:2005-10 7
EN 77 1-422011
" H = hammer drilling / D = retary drilling
EJOT SDM-T plus, SDF-K plus and SDF-5 plus
Performances Annex C 1
Characternistic resistance
T42533.14 B.06.04-3514
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Table C4: Displacements
Basze matenal Bulk density Mimirmum Tenzion load | displacements
class compressive
sirength
[kgfdm?] [Mfmim] [kM]
Concrete C12M15 — C50/60 (EM 206-1:2000-1Z) 05 07
Clay bricks, Mz
: =

(DIM 105-100:2012-017 EN T71-122011) 1.8 12 0.5 0.5
Sand-lime solid bricks, KS .18 12 05 0s
(DIM V¥ 108:2005-10 / EN 771-2-2011}) ' ' !
Lightweight concrete solid blocks,

(DIN W 18152-100:2005-10 / EN T71-3:2011) =05 4 0.3 0.8
Yertically perforated clay bricks, HLz

(DIN 105-100:2012-01/ EN 771-1:201 1) =09 12 0.4 0.3
Sand-lime perforated bricks, KSL

(DIN W 1D58:2005-10/ EN 771-2-2011) =16 12 0.3 0.3
Lightweight concrete hollow blocks, Hil

= 2
(DIN V¥ 18151-100-2005-10 / EMN 771-3:2011) 0.5 2 0,25 0,
Autoclaved aerated concrete AAC 4 =05 4 02 <01
(DIM V¥ 4185, part 100:2011 / EN 771-4:2011)
EJOT SDM-T plus, SDF-K plus and SDF-5 plus
Annex C 3

Performances
Displacements

Z42533.14

B.D5.04-3514
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Table C2: Point thermal transmittance according EOTA Technical Report TR 025:2007-06
Anchor type insulation thickness point thermal fransmittance
x
hg [WiK]
[m]
60 - 80 0,002
SOM-T plus U
=80 - 360 0,003
Anchor type insulation thickness point thermal transmittance
tec
ho [WiK]
[mm]
SDF-S plus with TE &60/50 60 - 180 0,002
SOF-5 pi ith TE &60/110 190- 150 0.ona
SUP-= pls Wl 150 - 240 0,001
Table C3: Plate stiffness according EOTA Technical Report TR 026:2007-06
Anchor type diameter of the | load resistance of plate stiffness
anchor plate the anchor plate
[mim] [kM] [kMdrnim]
SDM-T plus U 60 267 0,6
SDF-5 plus with TE @60/50 60 224 0,7
SDF-5 plus with TE ©60/110 60 224 0,7

Z42533.14

EJOT SDM-T plus, SDF-K plus and SDF-5 plus
Annex C 2
Performances
Point thermal tranzsmittance
Plate stiffness
B.D5.04-35/14
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Table B1: Installation parameters
SDM-T plus U
SDM-T plus SDF-K plus U
Anchor type SOF-K pius SDF-5 plus U
SDF-S plus SDF-K plus UB
SDF-5 plus UB
Drill hole diameter dg [mim] 8 B
Cutting diameter of drill bit Aot [mm] = B.45 B.45
Depth of drilled hole to deepest point hy [mm] = &0 &80
Effective anchorage depth Pes [Mim] = 50 70
Table B2: Anchor distances and dimensions of members
SDM-T plus U
SDM-T plus SDF-K pius U
Anchor type SDF-K plus SDF-5 pius U
SDF-5 plus SDF-K plus UB
SDF-5 plus UB
Minimum allowable spacing S = [mm] 100 100
Minimum allowable edge distance Cmn = [mm] 100 100
Minimum thickness of member h = [mm] 100 100
Scheme of distances and spacing
'.- -~
EJOT SDM-T plus, SDF-K plus and SDF-5 plus
Annex B 2

Intended use
Installation parameters,
Anchor distances and dimensions of members

Z42533.14

B.DG5.04-3514




