EJOT

PRESTANDADEKLARATION
enligt Bilaga 11l av (EU) Regel Nr. 305/2011 (Byggproduktforordningen)
Nr. 09-003-04/0064-2014-04

1.) Produkt typens unika identifikationskod:
EJOT SDF-S plus 8UB + EJOT TE @ 60/50

2.) Typ-, parti- eller serienummer eller ndgon annan beteckning som majliggor identifiering av byggprodukter i enlighet
med artikel 11.4:
typ-, och serienummer ar markerat pa férpackningen

3.) Byggproduktens avsedda anvdndning eller anvandningar i enlighet med den tillampliga, harmoniserade tekniska
specifikationen, sasom forutsett av tillverkaren:
Skruvankare for fixering av externt isoleringssystem med puts under kategori A,B,C,E
Ankar langd: 140 — 340 mm

4.) Tillverkarens namn, registrerade foretagsnamn eller registrerade varumarke samt kontaktadress enligt vad som kravs
artikel 11.5:
EJOT Baubefestigungen GmbH, In der Stockwiese 35, 57334 Bad Laasphe

5.) Itillampliga fall namn och kontaktadress for tillverkarens representant vars mandat omfattar de uppgifter som anges i
artikel 12.2:
Inte relevant

6.) Systemet eller systemen for bedomning och fortlopande kontroll av byggproduktens prestanda enligt bilaga V:
System 2+

7.) For det fall att prestandadeklarationen avser en byggprodukt som omfattas av en harmoniserad standard:
Inte relevant

8.) Nar det galler en prestandadeklaration avseende en byggprodukt for vilken en europeisk teknisk bedémning har
utfardats, har detta:
Tyska institutet for byggteknik (DIBt) utfardade en europeisk teknisk godkdnnande ETA-04/0064 baserad pa
ETAG 014. MPA University of Stuttgart -Otto-Graf-Institut-, NB 0672 har genomfort den forsta inspektionen av
byggprodukten enligt 2+ -systemet.

9.) Angiven prestanda :

Vasentliga egenskaper Prestanda Harmoniserande teknisk
specifikation

- A . ETAG 014: 2011
Karakteristiskt tojningsmotstand N(RK) se ETA-04/0064

bilaga C1, tab. C1

Férskjutning ETAG 014: 2011

se ETA-04/0064
bilaga C3, tab. C4

Varmetransmisionskooficient se ETA-04/0064 EOTATR 25
bilaga C2, tab. C2
Tallrikstyvhet se ETA-04/0064 EOTATR 26

bilaga C2, tab. C3

Minsta inbordes och kantavstand ETAG 014: 2011

se ETA-04/00642
paragraf: B2 tab. B2

10.) Prestandan for den produkt som anges i punkterna 1 och 2 6verensstammer med den prestanda som anges i punkt 9.
Denna prestandadeklaration utfardas pa eget ansvar av den tillverkare som anges under punkt 4.

Undertecknat for tillverkaren av:

Dr. Frank Dratschmidt / affarsledning
(namn och funktion)

Bad Laasphe, den 05.01.2015 U 11— = [
(plats and datum ) (signatur)
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Table C1: Characteristic resistance to tension loads Mes in concrete and masonry for a single anchor in kN
SDM-T plus U
SDM-T plus SDF-K pluz U
Anchor type SDF-K plus SDF-5 pluz U
SDF-5 plus | SDF-K plus UB
SDF-5 plus UB
Base materials Bulk minimum General remarks
density compressive o
class strength ol 1 e
o £ methiod [kM]
[kg/dm] [Mimm?]
Concrete C12/15 EM 208-1 H 1.5 1.5
Concrete C18/20 — C50/E0 EM T08-1 H 15 15
Clay bnck:.hl'lz- Vertically
E':' fﬂt‘:;ﬂg 1'; or =18 12 Enﬁrf;rauan up to H 15 15
EN 771-1:2011 e
Sand-lime solid bricks KS .
9. dimg iz '-.-'eru-:'..all.y
E:;ixzmam .' =18 12 ?T;ranan up to H 15 1.5
EN 771-2:2011 o
Lightweight concrete solid Proportion of
blocks W hole up to 10%
e.g. according io FLE X TV T
DiN WV 18152-100:2005-10/ =05 4 extension of D 0.9 0.8
ENTT1-3:22011 hole: length =
110mm; wide =
45mm
Vertically perforated clay ‘\Vertically
bricks HLz e.g. according to - 0.0 12 perforation more o 1.2
DN 105-100:2012-01 4 - than 15% and
EM 771-1:2011 less than 50 %.
Sand-lime perforated bricks Vertically
KSL e.g. according to DINV =18 12 perforation up to o 1.5
106:2005-1017 EN 771-2-2011 15 %.
Lightweight concrete hollow
;'TE BHE”ME’:::E?ET“ =05 2 see Annex C 4 D 0.75
771-22011
Autodaved asrated concrete
AAC 4 e.g according to DIN 05 4 o 0.6
V4185, part 1002005107
EMN 77 1-422011
" H = hammer drilling / D = rotary drilling
EJOT SDM-T plus, SDF-K plus and SDF-5 plus
Performances Annex C 1
Charactenstic resistance

Z42533.14

E.DS.04-3514
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Table C4: Displacements
Basze matenial Bulk density Minirmum Tension load | displacements
class compressive
sirength
[kgfdm?] [Mfmim] [kM]
Concrete C12/15 — C50/60 (EN 206-1:2000-1Z) 05 07
Clay bricks, Mz
: =
(DIM 105-100:2012-017 EN T71-122011) 1.8 12 0.5 0.5
Sand-lime solid bricks, KS
(DIM V¥ 108:2005-10 / EN 771-2-2011}) =18 12 0.5 0,5
Lightweight concrete solid blocks,
(DIN W 18152-100:2005-10 / EN T71-3:2011) =05 4 0.3 0.8
Yerically perforated clay bricks, HLz
: =
(DIM 105-100:2012-01/ EN 771-122011) 0.9 12 0.4 03
Sand-lime perforated bricks, KSL
’ =
(DIN W 1D58:2005-10/ EN 771-2-2011) 1.6 12 0.3 0.3
Lightweight concrete hollow blocks, Hil
= 2
(DIM V¥ 18151-100-2005-10 / EMN 771-3:2011) 0.5 2 0.25 0,
Autoclaved aerated concrete AAC 4 205 4 02 <01
(DIM V¥ 4185, part 100:2011 / EN 771-4:2011)
EJOT SDM-T plus, SDF-K plus and SDF-5 plus
Annex C 3
Performances
Dizplacements
Z42533.14 E.D5.04-3514
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Table C2: Point thermal transmittance according EOTA Technical Report TR 025:2007-06
Anchor type insulation thickness point thermal transmittance
x
hg [WikK]
[mirm]
&0 - BD 0,002
SOM-T plus U
= B0 - 360 0,003

Anchor type insulation thickness point thermal transmittance
tec
ho [WiK]
[mm]
SDF-5 plus with TE @60/50 60 - 180 0,002
SDF-5 pil ith TE @&0/M110 190150 0.ona
=UF-= plus W 150- 240 0,001
Table C3: Plate stiffness according EOTA Technical Report TR 026:2007-06
Anchor type diameter of the | load resistance of plate stiffness
anchor plate the anchor plate
[mim] [kM] [kMimm]
SDM-T plus U 60 267 0,6
SDF-5 plus with TE ©60450 60 224 0,7
SDF-5 plus with TE ©60/110 60 224 0.7

Z42533.14

EJOT SDM-T plug, SDF-K plus and SDF-5 plus
Performances Annex © 2
Point thermal transmittance
Plate stiffness
B.D5.04-35/14
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Englizh franslation prepared by DIBf Bautechnik
Table B1: Installation parameters
SDM-T plus U
SDM-T plus SDF-K plus U
Anchor type SDF-K plus SDF-5 plus U
SDF-5S plus SDF-K plus UB
SDF-5 plus UB
Drill hole diameter dy [mm] 8 ]
Cutting diameter of drill bit Aot [mm] = B.45 B.45
Depth of drilled hole to deepest point hy [mm] = 60 80
Effective anchorage depth s [mim] = 50 70
Table B2: Anchor distances and dimensions of members
SDM-T plus 1
SDM-T plus SDF-K pius U
Anchor type SDF-K plus SDF-5 pivs U
SDF-5 plus SDF-K plus UB
SDF-5S plus UB
Minimum allowable spacing Smim = [mm] 100 100
Minimum allowable edge distance Crmin = [mm] 100 100
Minimum thickness of member h = [mm] 100 100
Scheme of distances and spacing
'.- ol
L _f.a-""
R - __.ES!
EJOT SDM-T plus, SDF-K plus and SDF-3 plus
Annex B 2

Intended use
Installation parameters,

Anchor distances and dimengions of members

Z42533.14

B.DG5.04-3514




