EJOT
VYHLASENIE O PARAMETROCH

podla Prilohy 11l Nariadenia EU €. 305/2011, (Nariadenie o stavebnych vyrobkoch)
Nr. 09-003-04/0064-2014-04

1.) Jednoznacné oznacenie typu vyrobku:
EJOT SDF-S plus 8UB + EJOT TE @ 60/50

2.) Typové a sériové Cislo, Cislo SarZze alebo iné oznacenie k identifikacii stavebného vyrobku podla ¢lanku 11, oddiel 4:
vid' balenie / etiketa vyrobku

3.) Vyrobcom zamyslany ucel pouzitia alebo zamyslané uUcely pouzitia stavebného vyrobku v sulade s prislusnymi
harmonizovanymi technickymi Specifikaciami:
Skrutkovacia kotva pre upevnenie vonkajsich tepelno izola¢nych systémov s omietkou do beténu a muriva;
Kategoria pouzitia: A,B,C,E
Dizky kotiev: 140 — 340 mm

4.) Meno, registrované obchodné meno alebo registrovana ochranna znamka a kontaktna adresa vyrobcu
podla ¢lanku 11, oddiel 5:
EJOT Baubefestigungen GmbH, In der Stockwiese 35, 57334 Bad Laasphe

5.) Pripadné meno alebo kontaktna adresa splnomocnenej osoby, ktora je poverend tlohami podla ¢lanku 12, oddiel 2:
Nie je relevantné

6.) Systém posudzovania a overovania stalosti vlastnosti:
Systém 2+

7.) V pripade vyhlasenia o parametroch tykajucich sa stavebného vyrobku, na ktory sa vztahuje harmonizovand norma:
Nie je relevantné

8.) V pripade vyhlasenia o parametroch tykajucich sa stavebného vyrobku, pre ktory bolo vydané eurdpske technické
posudenie:
Nemecky institut pre stavebnu techniku (DIBt) vydal eurdpske technické posudenie ETA-04/0064 na zaklade
ETAG 014. Univerzita MPA v Stuttgarte - Otto-Graf-Institut-, NB 0672, vykonala pociatocnu inSpekciu stavebného
vyrobku podla systému 2+.

9.) deklarované vlastnosti

zakladné charakteristiky vlastnosti vyrobku harmonizované technické
Specifikacie

charakteristické inosnosti Nrk vid ETA-04/0064 ETAG 014: 2011
Priloha C1, tabulka C1

spravanie pri posune vid ETA-04/0064 ETAG 014: 2011
Priloha C3, tabulka C4

bodovy prestup tepla (hodnota x) vid ETA-04/0064 EOTATR 25
Priloha C2, tabulka C2

tuhost taniera vid ETA-04/0064 EOTATR 26
Priloha C2, tabulka C3

Minimalna rozte¢ a vzdialenost od okraja vid ETA-04/0064 ETAG 014: 2011
oddiel: B2, tabulka B2

10.) Vlastnosti vyrobku podla odseku 1 a 2 zodpovedaju deklarovanym vlastnostiam podla odseku 9. Zodpovedny za
vystavenie tohto vyhlasenia o parametroch je sdm vyrobca podla odseku 4.

Podpisany za vyrobcu a menom vyrobcu:

Dr. Frank Dratschmidt / vedenie podniku
(meno a funkcia)

Bad Laasphe, den 05.01.2015 U ———L— OA
(miesto a datum na vystava) (podpis)
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Table C1: Characteristic resistance to tension loads Mes in concrete and masonry for a single anchor in kN
SDM-T plus U
SDM-T plus | SDF-K plus U
Anchor type SDF-K plus SDF-5 plus U
SDF-5 plus | SDF-K plus UB
SDF-5 pluz UB
Base materials Bulk minimum General remarks
density compressive Oril Nrs
class strength 1
o f method [&M]
[kgidm] [Mimm~]
Concrete C12/15 EM 208-1 H 1.5 1.5
Concrete C16/20 — CEDVGD EN 208-1 15 1.5
Clay hnck:.hl'lz- Vertically
E':' fﬂt‘:;ﬂg 1'; or =18 12 ?T;rauon up o H 15 1.5
EN 771-1:2011 o
Sand-lime solid bricks K5 .
g ding o Vertically
E:;:ETZDDE-W .' =18 12 ?Erf;raﬁan up to H 15 15
EN 771-2:2011 o
Lightweight concrete solid Proportion of
blocks W hole up to 10%
e.g. according io EXi i m
DiN WV 18152-100:2005-10/ »0.5 4 extension of D 0.9 0.8
EM T71-3:2011 hole: length =
110mm; wide =
45mm
ertically perforated clay ‘Vertically
bricks HLz e.g. according to -0 12 perforation more D 1.2
DN 105-100:2012-01 4 - than 15% and
EN771-1:2011 less than 50 %.
Sand-lime perforated bricks Vertically
KSL e.g. according to DINWV =1.6 12 perforation up to D 1.5
106:2005-1017/ EN 771-2-2011 15 %.
Lightweight concrete hollow
EIT:r51 :Ef;%a;ﬁﬁg?; =05 2 see Annex C 4 D 0.75
T71-22011
Autoclaved aerated concrete
AAC 4 e.g. according to DM 05 4 o 0.6
V4185, part 100:2005-10 7
EN 77 1-422011
" H = hammer drilling / D = rotary drilling
EJOT SDM-T plus, SDF-K plus and SDF-5 plus
Performances Annex C 1
Charactenstic resistance

Z42533.14
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Table C4: Displacements
Basze matenal Bulk density Mimirmum Tenzion load | displacements
class compressive
sirength
[kgfdm?] [Mfmim] [kM]
Concrete C12M15 — C50/60 (EM 206-1:2000-1Z) 05 07
Clay bricks, Mz
: =

(DIM 105-100:2012-017 EN T71-122011) 1.8 12 0.5 0.5
Sand-lime solid bricks, KS .18 12 05 0s
(DIM V¥ 108:2005-10 / EN 771-2-2011}) ' ' !
Lightweight concrete solid blocks,

(DIN W 18152-100:2005-10 / EN T71-3:2011) =05 4 0.3 0.8
Yertically perforated clay bricks, HLz

(DIN 105-100:2012-01/ EN 771-1:201 1) =09 12 0.4 0.3
Sand-lime perforated bricks, KSL

(DIN W 1D58:2005-10/ EN 771-2-2011) =16 12 0.3 0.3
Lightweight concrete hollow blocks, Hil

= 2
(DIN V¥ 18151-100-2005-10 / EMN 771-3:2011) 0.5 2 0,25 0,
Autoclaved aerated concrete AAC 4 =05 4 02 <01
(DIM V¥ 4185, part 100:2011 / EN 771-4:2011)
EJOT SDM-T plus, SDF-K plus and SDF-5 plus
Annex C 3

Performances
Displacements

Z42533.14

B.D5.04-3514
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Table C2: Point thermal transmittance according EOTA Technical Report TR 025:2007-06
Anchor type insulation thickness point thermal fransmittance
x
hg [WiK]
[m]
60 - 80 0,002
SOM-T plus U
=80 - 360 0,003
Anchor type insulation thickness point thermal transmittance
tec
ho [WiK]
[mm]
SDF-S plus with TE &60/50 60 - 180 0,002
SOF-5 pi ith TE &60/110 190- 150 0.ona
SUP-= pls Wl 150 - 240 0,001
Table C3: Plate stiffness according EOTA Technical Report TR 026:2007-06
Anchor type diameter of the | load resistance of plate stiffness
anchor plate the anchor plate
[mim] [kM] [kMdrnim]
SDM-T plus U 60 267 0,6
SDF-5 plus with TE @60/50 60 224 0,7
SDF-5 plus with TE ©60/110 60 224 0,7

Z42533.14

EJOT SDM-T plus, SDF-K plus and SDF-5 plus
Annex C 2
Performances
Point thermal tranzsmittance
Plate stiffness
B.D5.04-35/14
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Table BA: Installation parameters
SDM-T plus U
SOM-T plus SDF-K plus U
Anchor type SDF-K pius SDF-5 plus U
SDF-S plus SDF-K plus UB
SDF-5 plus UB
Drill hole diameter dg [mim] 8 B
Cutting diameter of drill bit Aot [mm] = B.45 B.45
Depth of drilled hole to deepest point hy [mim] = 60 &80
Effective anchorage depth N [Mim] = 50 70
Table B2: Anchor distances and dimensions of members
SDM-T plus U
SDM-T plus SDF-K pius U
Anchor type SDF-K plus SDF-5 pius U
SDF-5 plus SDF-K plus UB
SDF-5 plus UB
Minimum allowable spacing Smim [mim] 100 100
Minimum allowable edge distance Crnin [mimn] 100 100
Minimum thickness of member h [mimn] 100 100

Scheme of distances and spacing

EJOT SDM-T plus, SDF-K plus and SDF-S plus

Intended use
Installation parameters,
Anchor distances and dimensions of members

Annex B 2

Z42533.14
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