EJOT

Teljesitménynyilatkozat
Az EU szabdlyozasa alapjan Nr. 305/2011
Nr. 09-003-04/0064-2014-04

1.) Atermék tipusa, egyedi azonosité kddja:
EJOT SDF-S plus 8UB + EJOT TE @ 60/50

2.) Atermék azonositasara szolgald tipus-, tétel- vagy sorozatszam 11. cikkely 4. bekezdése szerint:
Lasd csomagolas vagy termék cimke

3.) A harmonizalt szabvany, illetve muiszaki értékelési dokumentumnak megfelel6 rendeltetése(k):
Csavaros dlbelek homlokzati hGszigetel6 rendszerek rogzitésére
Felhasznalasi kategoria: A,B,C,E
Didbelhossz: 140 - 340 mm

4.) A gyarto neve, bejegyzett kereskedelemi neve, védjegye, valamint értesitési cime 11 cikkely 5. bekezdése szerint:
EJOT Baubefestigungen GmbH, In der Stockwiese 35, 57334 Bad Laasphe

5.) Az adott esetben meghatalmazott képvisel6 neve és értesitési cime 12 cikkely 2. bekezdése szerint:
Nem relevans

6.) A teljesitmény dllandésaganak értékelésére és ellenbrzésére szolgald rendszer(ek):
(2+) rendszer

7.) Abban az esetben, ha a teljesitménynyilatkozat olyan épitési termékre vonatkozik, amely egy harmonizalt szabvany
alapjan lett meghatarozva:
Nem relevans

8.) Abban az esetben, ha a teljesitménynyilatkozat olyan épitési termékre vonatkozik, amelyre Eurdpai Mdszaki
Ertékelést llitottak ki:
A Német Epitésiigyi Intézet (DIBt) az ETAG 014 alapjan Eurdpai Miszaki Ertékelést ETA-04/0064 adott ki.
Az MPA Universitat Stuttgart -Otto-Graf-Institut-, készitette az NB 0672 szamu épitGipari termék elsé tipusvizsgalatat
a (2+) rendszer alapjan.

9.) Teljesitmény adatok:

Lényeges termékjellemz6k Termék teljesitménye Harmonizalt technikai
specifikaciok

Karakterisztikus kihtzasi értékek Ngx lasd ETA-04/0064 ETAG 014: 2011
C1. szamu melléklet, C1. tablazat

Elmozdulasi viselkedés lasd ETA-04/0064 ETAG 014: 2011
C3. szamu melléklet, C4. tablazat

Pontszerl héhidveszteségi tényez6 ldsd ETA-04/0064 EOTATR 25

(Chi-érték) C2. szamu melléklet, C2. tablazat

Tanyérmerevség lasd ETA-04/0064 EOTA TR 26
C2. szamu melléklet, C3. tablazat

Minimdlis tengely- és peremtavolsag ldsd ETA-04/0064 ETAG 014: 2011
B2 bekezdés, B2 tablazat

10.) Az 1. és 2. pont szerinti termékteljesitmény megfelel a 9. pontban bejelentett teljesitménynek. Ezen
teljesitménynyilatkozat kidllitasaért egyediil a 4. pontban megnevezett gyarto felelSs.

Aldirva a gyartd helyett és a gyartd nevében:

Dr. Frank Dratschmidt / cégvezetés
(név és beosztas)

- A
Bad Laasphe, den 05.01.2015 U pf——<L— VA
(hely és kiallitas datuma) (alairas)
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Table C1: Characteristic resistance to tension loads Mes in concrete and masonry for a single anchor in kN
SDM-T plus U
SDM-T plus | SDF-K plus U
Anchor type SDF-K plus SDF-5 plus U
SDF-5 plus | SDF-K plus UB
SDF-5 pluz UB
Base materials Bulk minimum General remarks
density compressive Oril Nrs
class strength 1
o f method [&M]
[kgidm] [Mimm~]
Concrete C12/15 EM 208-1 H 1.5 1.5
Concrete C16/20 — CEDVGD EN 208-1 15 1.5
Clay hnck:.hl'lz- Vertically
E':' fﬂt‘:;ﬂg 1'; or =18 12 ?T;rauon up o H 15 1.5
EN 771-1:2011 o
Sand-lime solid bricks K5 .
g ding o Vertically
E:;:ETZDDE-W .' =18 12 ?Erf;raﬁan up to H 15 15
EN 771-2:2011 o
Lightweight concrete solid Proportion of
blocks W hole up to 10%
e.g. according io EXi i m
DiN WV 18152-100:2005-10/ »0.5 4 extension of D 0.9 0.8
EM T71-3:2011 hole: length =
110mm; wide =
45mm
ertically perforated clay ‘Vertically
bricks HLz e.g. according to -0 12 perforation more D 1.2
DN 105-100:2012-01 4 - than 15% and
EN771-1:2011 less than 50 %.
Sand-lime perforated bricks Vertically
KSL e.g. according to DINWV =1.6 12 perforation up to D 1.5
106:2005-1017/ EN 771-2-2011 15 %.
Lightweight concrete hollow
EIT:r51 :Ef;%a;ﬁﬁg?; =05 2 see Annex C 4 D 0.75
T71-22011
Autoclaved aerated concrete
AAC 4 e.g. according to DM 05 4 o 0.6
V4185, part 100:2005-10 7
EN 77 1-422011
" H = hammer drilling / D = rotary drilling
EJOT SDM-T plus, SDF-K plus and SDF-5 plus
Performances Annex C 1
Charactenstic resistance

Z42533.14

B.0G.04-35/14
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Table C4: Displacements
Base material Bulk density Minimum Tension load | displacements
class compressive
sirength
P f, N BmlN)
[ka/dm?] [Nfmma] [kN] [mm]

Concrete C12M5 — CSIVE0 (EM 206-1:2000-12) 05 07
Clay bricks, Mz

(DIM 105-100:2012-01/ EN 771-1:2011) =18 12 0.5 0.5
Sand-lime solid bricks, KS =18 1 0.5 05
(DIM V¥ 108:2005-10/ EN 771-2-2011}) ! ! !
Lightweight concrete solid blocks, v

(DIN W 18152-100:2005-10 / EN 774-3:2011) 20,5 4 0.3 0.6
‘ertically perforated clay bricks, HL=

: =

(DIM 105-100:2012-017 EN T71-122011) 0.8 12 0.4 0.3
Sand-lime perforated bricks, KSL

(DIM V¥ 108:2005-10 / EN 771-2-2011}) =16 12 0.5 0.3
Lightweight concrete hollow blocks, Hil -
(DIM V¥ 1B151-100-2005-10 / EM 771-2:2011) =05 2 0,25 0.2
Autoclaved asrated concrete AAC 4 =05 4 02 <01
(DIM ¥ 4185, part 100:2011/ EM 771-4:2011) !
EJOT SDM-T pluz, SDF-K plus and SDF-5 plus

Annex C 3

Performances
Displacements

Z42533.14

B.0G.04-35/14
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Table C2: Point thermal transmittance according EOTA Technical Report TR 025:2007-06
Anchor type insulation thickness point thermal transmittance
X
hg [WiK]
[mm]
60 - 80 0,002
SOM-T plus U
= 80 - 360 0,003

Anchor type insulation thickness point thermal transmittance
izc
ho [WiK]
[mirr]
SDF-5 plus with TE @60/50 60 - 180 0,002
SDF-5 pil ith TE @&0/110 120-1%0 0.000
=Hre= pus 150 - 240 0.001
Table C3: Plate stiffness according EOTA Technical Report TR 026:2007-06
Anchor type diameter of the | load resistance of plate stiffness
anchor plate the anchor plate
[mim] [kM] [kMdmm]
SDM-T pilus U 60 267 0,6
SDF-5 plus with TE £60¢50 60 224 0,7
SDF-5 plus with TE ©60/110 60 224 0,7

EJOT SDM-T plug, SDF-K plus and SDF-5 plus

Z42533.14

Annex C 2
Performances
Point thermal transmittance
Plate stiffness
B.05.04-3514




E 1A S

By LI

Ml &

AR

EM

fIc COpY 01 1

Page 14 of European Technical Assessment

EJOT

Deutsches
ETA-04/0064 of 28 August 2014 Institut
i DIbt
Engiizh fransiation prepared by DIBE Bautechnik
Table B1: Installation parameters
SDM-T plus U
SDM-T plus SDF-K plus U
Anchor type SDF-K plus SDF-5 plus U
SDF-5 pius SDF-K plus UB
SDF-5 plus UB
Drill hole diameter dg [mim] 8 B
Cutting diameter of drill bit e [mim] = 8,45 845
Depth of drilled hole to deepest point hy, [mim] = &0 80
Effective anchorage depth s [mim] = 50 70
Table B2: Anchor distances and dimensions of members
SDM-T plus U
SDM-T plus SDF-K pivs U
Anchor type SDF-K plus SDF-5 plus U
SDF-5 plus SDF-K plus UB
SDF-5S plus UB
Minimum allowable spacing & = [mm] 100 100
Minimum allowable edge distance Crmin = [mm] 100 100
Minimum thickness of member h = [mm] 100 100
Scheme of distances and spacing
'.- -~
-~ e "";E_ ﬂ;_,-'
e
R ~1" -
EJOT SDM-T plus, SDF-K plus and SDF-5 plus
Annsx B 2

Intended use
Installation parameters,
Anchor distances and dimensions of members

Z42533.14

E.DS.04-3514




