EJOT
Ydeevnedeklaration

i henhold til bilag Ill i forordning (EU) Nr.. 305/2011 (byggevare forordning)
Nr. 09-003-04/0064-2014-04

1.) Unik identifikationskode produkttype:
EJOT SDF-S plus 8UB + EJOT TE @ 60/50

2.)) Type-, parti-eller serienummer eller en anden form for identifikation af byggevaren, som kraeves i henhold til artikel
11 (4):
type og lotnummer vises pa emballagen

3.) Tilsigtede anvendelse eller anvendelser af byggevaren i overensstemmelse med den geeldende harmoniserede
tekniske specifikation, som forudset af fabrikanten:
Puds skruedybel i kunststof til fastggrelse af eksterne varmeisolering sammensatte systemer med praestationen i
beton og murvaerk, ved hjzelp af kategori: A,B,C,E
Anker lzengde: 140 - 340 mm

4.) Navn, registrerede firmanavn eller registrerede varemaerke og kontaktadresse producenten som pakraevet i henhold
til artikel 11 (5):
EJOT Baubefestigungen GmbH, In der Stockwiese 35, 57334 Bad Laasphe

5.) |givet fald navn og kontaktadresse pa den bemyndigede repraesentant, hvis mandat omfatter opgaverne i artikel 12,
(2).:

ikke relevant

6.) System eller systemer for vurdering og kontrol af ydeevnens konstans af byggevaren, som er fastsat i bilag V.:
System 2 +

7.) Tilfelde af ydeevnedeklarationen vedrgrer en byggevare er omfattet af en harmoniseret standard.:
ikke relevant

8.) Itilfeelde af en ydeevneerklaering vedrgrende et byggeprodukt, for hvilket der er udstedt en europaeisk teknisk
vurdering, har det:
Tyske institut for bygningsteknologi (DIBt) udstedt en europaeisk teknisk godkendelse ETA-04/0064 baseret pa
ETAG 014. MPA University of Stuttgart -Otto-Graf-Institut-, NB 0672 har foretaget den f@rste inspektion af byggevaren
i henhold til 2+ -systemet.

9.) Deklarerede ydeevne:

Vaesentlige egenskaber Ydelse Harmoniserede tekniske
specifikation
Karakteristisk spaending modstand Nr« se ETA-04/0064 ETAG 014: 2011
bilag C1, table C1
Forskydning se ETA-04/0064 ETAG 014: 2011
bilag C3, table C4
Punkt varmetransmissionskoefficienten se ETA-04/0064 EOTATR 25
bilag C2, table C2
Skive stivhed se ETA-04/0064 EOTATR 26
bilag C2, table C3
Minimumsafstand og kantafstand se ETA-04/0064 ETAG 014: 2011
afsnit: B2, tabel B2

10.) Udfgrelsen af den vare, der i punkt 1 og 2 er i overensstemmelse med den deklarerede ydeevne i punkt 9. Denne
ydeevnedeklaration udstedes pa eneansvar producenten identificeret i punkt 4.

Underskrevet for og pa vegne af producenten ved:

Dr. Frank Dratschmidt / direktion
(navn og funtion)

= AN

Bad Laasphe, den 05.01.2015 U—
(sted og dato for udstedelse) (underskrift)
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Table C1: Characteristic resistance to tension loads M in concrete and masonry for a single anchor in kN
SDM-T pius U
SDM-T pluz | SDF-K plus U
Anchor type SDF-K plus SDF-5 plus U
SDF-5 pluz | SDF-K plusz UB
SDF-5 pluz UB
Base materials Bulk minimum General remarks
densi COMpressive .
u:l.as,:}Ir EtrF:ngth ol 1 Me
0 £ methiod [kM]
[kg'dm?] [Mimm]
Concrete C12/15 EM 208-1 H 1.5 1.5
Concrete C18/20 — C50/60 EM T0B-1 15 15
Clay bnck;.h"lz_ Vertically
E.Erlq. ?&“‘:;ﬂgﬂ 1'; a1 =18 12 ?T;raﬂan up to H 15 1.5
EN 771-1:2011 o
Sand-lime solid bricks K3 )
.g. ding o ".ferr.l-:.all.:.'
E:ufixzunmo .' =18 12 E:uir:rannn up to H 15 15
EN 771-2:2011 e
Lightweight concrete solid Proportion of
blocks WV hole up to 10%
e.g. according io LS X TV T
DiN WV 18152-100:2005-107 =05 4 extension of D 0.9 0.9
ENT71-3:2011 hole: length =
110mm; wide =
45mm
Vertically perforated clay Vertically
bricks HLz e.g. according to -0 12 perforation more o 1.2
DN 105-100:2012-01 4 - than 15% and
EM 771-1:2011 less than 50 %.
Sand-lime perforated bricks ‘\Vertically
KSL e.g. according to DINV =18 12 perforation up to o 1.5
106:2005-1017 EN 771-2-2011 15 %.
Lightweight concrete hollow
;'T:f1 BHEEQME’:EE?ET“ =05 2 see Annex C 4 D 0.75
T71-22011
Autoclaved aerated concrete
AAC 4 e.g according to DIN 05 4 D 0.6
V4185, part 100:2005-107 -
EN 771-4:2011
" H = hammer drilling / D = rotary drilling
EJOT SDM-T plug, SDF-K plus and SDF-S plus
Performances Annex C 1
Charactenstic resistance

Z42533.14

B.0G.04-35/14
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Table C4: Displacements

Base material Bulk density Minirrum Tension load | displacements
class compressive
sirength
p f N ol
fkg/dm?] Nfmma] [kN] mm
Concrete C12/15 — C50/60 (EN 206-1:2000-1Z) 05 07
Clay bricks, Mz
(DIM 105-100:2012-017 EN T71-122011) =18 12 0.5 0.5
Sand-lime solid bricks, KS .
(DIM V¥ 108:2005-10/ EN 771-2-2011}) 1.8 12 0.5 0,5
Lightweight concrete solid blocks,
(DIN W 18152-100:2005-10 / EN T71-3:2011) =05 4 0.3 0.8
Yertically perforated clay bricks, HLz
(DIM 105-100:2012-01/ EN 771-1:2011) =09 12 0.4 0.3
Sand-lime perforated bricks, KSL
(DIM ¥ 108:2005-10/ EN 771-2-2011) =16 12 0.3 0.3
Lightweight concrete hollow blocks, Hil
= 2
(DIM V¥ 18151-100-2005-10 / EMN 771-3:2011) 0.5 2 0,25 0,
Autoclaved aerated concrete AAC 4 205 4 02 <01
(DIM V¥ 4185, part 100:2011 / EN 771-4:2011)
EJOT SDM-T pluz, SDF-K plus and SDF-5 plus
Annex C 3

Performances
Displacements

Z42533.14

E.D5.04-3514
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Table C2: Point thermal transmittance according EOTA Technical Report TR 025:2007-06
Anchor type insulation thickness point thermal transmittance
x
hg [WikK]
[mirm]
&0 - BD 0,002
SOM-T plus U
= B0 - 360 0,003

Anchor type insulation thickness point thermal transmittance
tec
ho [WiK]
[mm]
SDF-5 plus with TE @60/50 60 - 180 0,002
SDF-5 pil ith TE @&0/M110 190150 0.ona
=UF-= plus W 150- 240 0,001
Table C3: Plate stiffness according EOTA Technical Report TR 026:2007-06
Anchor type diameter of the | load resistance of plate stiffness
anchor plate the anchor plate
[mim] [kM] [kMimm]
SDM-T plus U 60 267 0,6
SDF-5 plus with TE ©60450 60 224 0,7
SDF-5 plus with TE ©60/110 60 224 0.7

Z42533.14

EJOT SDM-T plug, SDF-K plus and SDF-5 plus
Performances Annex © 2
Point thermal transmittance
Plate stiffness
B.D5.04-35/14
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Table B1: Installation parameters
SDM-T plus U
SDM-T plus SDF-K plus U
Anchor type SDF-K plus SDF-5 plus U
SDF-5S plus SDF-K plus UB
SDF-5 plus UB
Drill hole diameter dy [mm] 8 ]
Cutting diameter of drill bit Aot [mm] = B.45 B.45
Depth of drilled hole to deepest point hy [mm] = 60 80
Effective anchorage depth s [mim] = 50 70
Table B2: Anchor distances and dimensions of members
SDM-T plus 1
SDM-T plus SDF-K pius U
Anchor type SDF-K plus SDF-5 pivs U
SDF-5 plus SDF-K plus UB
SDF-5S plus UB
Minimum allowable spacing Smim = [mm] 100 100
Minimum allowable edge distance Crmin = [mm] 100 100
Minimum thickness of member h = [mm] 100 100
Scheme of distances and spacing
'.- ol
L _f.a-""
R - __.ES!
EJOT SDM-T plus, SDF-K plus and SDF-3 plus
Annex B 2

Intended use
Installation parameters,

Anchor distances and dimengions of members

Z42533.14

B.DG5.04-3514




